STATE OF ILLINOIS

BDEPARTMENT OF TRANSPORTATION BILL OF MATERIAL
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— Remove and Replace Overlay
¢ 1290 For information only to assist the Confractor in bidding.
See Special Provision for "Bridge Deck Latex Concrete Cverlay’.
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Notes:
. s . I Deck and approach slab repair areas are estimated based on an infrared
[ ** Contractor shall increase scarification thickness or reduce overlay thermographic deck survey M'/ DS) report prepared AECOM and Ihe
N . L i . . A er ae 51 (17T DS f D 4 C ]
/ thickness as directed by the Engineer to ensurs this dimension Is o g oh i 7 ‘, ! D,O prepared by A
| g never less than O visual inspectfon conducted in June of £009. Actual repair aregs and

’ locations shail be delermined by the Engineer and shown on As-Built plans.

/ Exist. overlay removal 2. Profective Shield required for full-depth repairs shall be instalied amsrdﬂfq fo
New concrefe overlay Article £0L.03 of the Standard Specifications. For limits cf Proteclive &
see General Plan and Elevation.

Wew 27%" Latex ——
Concrele overlay
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Deck drains (downspouts, floor drains, and scuppers) shall be clsaned with
the bridge deck prior to af tion of ithe Concrete Sealer. Cost of cleaning
the deck drains is included in Concrete Sealer.

= = 4. The Engineer shall determine the fype and quantity of Class A patching
1—-"’——{ and the quantity of Mixture for Crocks, Joints and Flangeways. Estimated
quantities are included in the overall Summary of Quantities in
Roadway Plans.
5. Gaps caused by distress around floor drains shall be filled with epoxy as
specified in the Special Provision "Epoxy Injection’. Cost inzcluded with
Bridge Deck Latex Concrefe Overlay, 2%

SCARIFICATION & OVERLAY
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